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・ Read these instructions for the proper use of this machine.
・ After having read these instructions, keep them in a convenient 
  place so you or the operator can refer to them whenever necessary.
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To use the unit safety, be sure to follow the instructions．
●The following marks show the matter and the extent of hazard．

This mark implies possibility of serious injury caused by the wrong handling 
in disregard of the instructions．

●Other precaution marks

Prohibited operations

Be sure to follow the instructions．

Never disassemble or repair．

Unplug the power source from a wall outlet．

Do not touch．

This mark implies possibility of accidental injury or physical damage caused by the 
wrong handling in disregard of the instructions．
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１）　Before use 
Check that the following accessories are supplied with Nejikura．

＊ Operation Manual  1 copy　      ＊ AC Adapter 1 unit  
＊ Screw retaining Cover 1 unit     ＊ Adjustable screwdriver  1 piece

WARNING

CAUTION

NEJIKURA Type Corresponding Automatic Screw Feeder

MHP-80M OM-26 Series

MHP-80J

MHP-80S NSB/NSR/NSBI/NSRI Series

NJ/NJR Series

MHP-80F FM-36/FME-36 Series
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If you run into any trouble using the unit, turn off the power switch and unplug the AC power adapter. If you 
keep using it without corrections, it may be cause electric shock, injury or fire. Contact your dealer immedi-
ately．

In case of trouble

Set up the unit on the flat and  stable surface．Unstable installation can cause falling, overturning, or 
breakdown of the unit and cause injury．
Do not operate the unit in the place where an flammable material or explosive gas may be present．

２）Operating precautions

Installation

Screws not be used

Unplug the adapter from the wall outlet during closing hours or if the machine will be unused for 
any extended period of time．

After work and out of operation

Only steel screws may be used with this machine.  Stainless steel or plastic screws cannot be used．

Do not use any screw that is out of the specified range nor any screw that is oily or dirty.

WARNING

CAUTION

WARNING

When the earth wire is connected, loosen the screw near the        mark once.
After attaching the earth wire,tighten the screw again.

the near of the DC jack
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Only steel screws may be used with this machine.  Stainless steel or plastic screws cannot be used．

３）Names of components

Do not use any screw that is out of the specified range nor any screw that is oily or dirty.

LED to show screw 
empty in hopper
(Option for hopper)

Lid of screw input port 

Height adjuster
DC jack

Screw remnant
sensor
(For screw feeder)

Output port

Screw remnant sensor
(Option for hopper)

Output harness to show
screw empty in hopper
(Option for hopper)

Output port

Screw remnant
sensor
(For screw feeder)

MHP-80M MHP-80S
(P ic ture shown wi th 
remnant sensor)
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MHP-80J

Output port

Screw remnant
sensor
(For screw feeder)

Output port

Screw remnant
sensor
(For screw feeder)

Stand

(stand and mounting screws are attachments)

MHP-80F
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Switch Function
① Power ： Power source switch (red LED is turned on．)
② Auto/Manual ： A changeover switch for the automatic and manual modes(green LED is turned on when it is in the 
    automatic mode and off in manual mode．)
③ Manual ： A switch to supply the screws with the manual mode． When it is in the manual mode, press this
    switch to supply the screws to Automatic Screw Feeder． This switch is unavailable in the automatic mode．
④ Empty Lamp(FEEDER)：LED indicator for output monitor  from sensor that detects that there is not screw in screw 
    feeder．
⑤ Empty Lamp(HOPPER)：LED indicator for output monitor  from sensor that detects that there is not screw in 
     hopper．
⑥ Time：Adjuster for screw supply quantity．It adjusts the rotating time of rotor．
⑦ Sensor (FEEDER)：Adjuster for sensor measurement distance in automatic screw feeder．
     It detects screw amount in automatic screw feeder．
　Empty Lamp(FEEDER)  is turned on when sensor reacts．
⑧ Sensor (HOPPER)：adjuster for sensor measurement distance in hopper．
     It detects screw amount in hopper．　Empty Lamp(HOPPER) is turned on when sensor reacts．
     Empty Lamp(HOPPER) on upper main body is also turned on．

1
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A A
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C C

D D
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note) About screw supply 
       quantity into hopper．
Do not supply screws 
over height of partition 
panel．　          　 　　

　　
partition
panel

①
② ③

④

⑤

⑥ ⑧⑦
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4) Adjustments and checks before use
4-1． How to attach to screw feeder．
(In case of MHP-80M) (For OM-26 series)

① Remove the top lid of OM-26,pulling it upward from one side．
② Put hopper down on screw feeder, and be sure to put switch of OM-26 into part that has a hole of hook inside 
     hopper． 
③ Then, be sure that screw output port is inside OM-26, it do not touch scraper,and sensor is between brush of 
    OM-26 and scraper．
④ Adjust bottom face to installation surface with height adjuster．
⑤ Remove it from screw feeder and adjust the height of adjuster inside hopper．

① ② ③

⑤④

Sensor

Output portHook

Scraper

Height adjuster
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(In case of MHP-80S) (For NSB, NSR, NSBI, NSRI series) 
(In case of MHP-80J) (For NJ, NJR series) 

① Remove the top lid of screw feeder．
② Remove hopper from the top of screw feeder and put a hook on the back cover of hopper.
③ Be sure that hopper’s screw output port is inside  screw feeder and does not touch brush.
　 Make sure sensor is pointing inside screw feeder.
④ If necessary, Adjust bottom face to installation surface with height adjuster．
⑤ Remove it from screw feeder and adjust the height of adjuster inside hopper．

② ③

④ MHP-80S MHP-80J

Hook

Output port

Sensor

Output port

Height adjuster
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(In case of MHP-80F) (For FM-36, FME-36 series) 

① Attach enclosed stand on the bottom of hopper with mounting screws.
① Remove the top lid of screw feeder．
③ Remove hopper from the top of screw feeder and put a hook on the back cover of hopper.
④　Be sure that hopper's screw output port is inside  screw feeder and does not touch brush.
　　Make sure sensor is pointing inside screw feeder.
④ If necessary, Adjust bottom face to installation surface with height adjuster．
⑤ Remove it from screw feeder and adjust the height of adjuster inside hopper．

①

4-M4 screws

③

Sensor

Output port

④

⑤

Height adjuster
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4-2．Adjusting screw sensor
To keep an appropriate amount of screws in automatic screw feeder,adjust screw sensor．
(In case of MHP-80M)
How to adjust
1) Under the condition that supplies necessary screw quantity in automatic screw feeder,
   turn off power switch of automatic screw feeder．
   (Proper quantity is quarter．When there is not screw at all, it can not be operated．)
2) Turn off Auto/Manual Changeover switch of hopper (turn off green lamp),
    turn on power switch of hopper．
3) Turn the adjuster of screw sensor with attached screwdriver from right end to left direction slowly, 
    stop turning at the point where EMPTY Lamp of feeder starts to blink．
4) Supply  screws in hopper,turn on Auto/Manual Changeover switch of hopper (turn on green lamp),
   turn on power switch of screw feeder．
5) Identify that EMPTY Lamp of FEEDER be turned on and screws are supplied from hopper
   when screw is gotten out from screw feeder．

4-3．Overview of operation
 Screw remnant sensor see the bottom face of the room to scoop up from between scraper and brush of OM-26．
 When  screw quantity in feeder decreases,  sensor that detects screw remnant turns on
 (EMPTY Lamp of FEEDER is turned on) , and on/off are repeated by movement to scoop up screw． 
 In automatic mode , supply movement starts only for constant time when on/off are repeated three times．
 When on/off are repeated three times again, supply movement starts only for constant time 
 and are repeated until EMPTY Lamp of FEEDER is turned off．

 Screws in feeder are soon used up after screws in hopper are consumed．
 As screw remnant sensor for feeder do not turn on/off when screws in feeder are used up,
 supply movement continue stopping．
 When screw remnant sensor for feeder  can not detect screws for constant time , supply movement of OM-26 also 
stops．
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(In case of MHP-80S,J,F)
How to adjust
1)Turn on power switch of automatic screw feeder when there is no screw inside.
2) Turn on Auto/Manual Changeover switch of hopper, turn on power switch of hopper．(turn on green lamp)
3) Turn the adjuster of screw sensor with attached screwdriver from right end to left direction slowly, 
    stop turning at the point where EMPTY Lamp of feeder starts to blink．
　Check to see if EMPTY Lamp blinks as scooping blocks of screw feeder move up and down.
4)After making an adjustment ３), check to see if screws deliver from hopper at the blink of feeder EMPTY Lamp 
    after loading screws.

4-3．Overview of operation
Screw remnant sensor see the bottom face of feeder scooping block.
When screw quantity in feeder decreases, sensor that detects screw remnant turns on
(EMPTY Lamp of FEEDER is turned on), and on/off are repeated by movement to scoop up screw.
In automatic mode, supply movement starts only for constant time when on/off are repeated three times.
When on/off are repeated three times again, supply movement starts only for constant time and are repeated 
until EMPTY Lamp of FEEDER is turned off.

It continues to operate even after screws in hopper are consumed as long asscrew feeder is in operation.
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4-5．How to attach screw spill-out prevention cover
Put screw spill-out prevention cover over screw feeder, fix it on hopper with 
fixing screws．Be keeping cover horizontally , fix two adjust plate that is on 
that inside of cover with the stable position． 

Note) 
The left picture is an installation picture to OM-26 series.

4-4．Adjustment of operating time (screw supply quantity)
Adjust  one time of operating time(screw supply quantity) with timer adjust-
er．(switch function ⑥ )
It is possible to adjust the number of times that supply screws to automatic 
feeder from one time to five times．

How to adjust
1) When Time adjuster is rotated to clockwise , it is minimized．
　  When Time adjuster is rotated to counter clockwise , it is maximized．
2) When screw supply quantity to automatic feeder become less , trouble 

becomes harder to happen．Use it with minimum normally．
Note) Using long size screws , set operating time longer than that of the 

standard．
　

fixing screw

adjusting plate(inside)

⑥ Time adjuster
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5) Remnant sensor in hopper
This machine has function that show that screw remnant quantity in hopper decreased．
The sensor is attached  on the side of throwing port lid．
When screw quantity in hopper decrease , Empty Lamp(HOPPER) is turned on
and empty screw LED in the upper part of main body is also turned on．
It is possible to output the signal from green blue harness that go out from DC jac

Screw remnant sensor
in hopperLED to show screw empty 

in hopper

Output to show screw empty
in hopper (green,blue harness)

[ specification ] 
  In shortage of screw remnant quantity ： ON
  Limit sink current with fixed value resistor so that value of sink current 
  becomes less than max 100mA．
[ rated value ] 
  direct current ： MAX100mA
  Output voltage ： 5 ～ 24VDC (max 27VDC)
[ NOTE ] 
  Length of signal harness is max 3 m. Use the following,
  C side  (blue signal) is high voltage．
  E side  (green signal) is low voltage．  

　Example of 
connecting signals

Blue ：

hight voltage

Green ：

low voltage

Out of  Hopper
In Hopper
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Screw remnant sensor
in hopper

6) Troubleshooting　　  

SYMPTOM CAUSE CORRECTIVE ACTION

Check the following items , if this machine does not usually work or problems happened．
Consult your dealer , if problems are not resolved．

This machine does not supply 
screws, even if screws in the 
room to scoop up in automatic 
screw feeder decreased．

●Auto/Manual switch is off． 
   (LED Lamp is off．) 
●Screw remnant sensor is dirty． 
●To adjust screw remnant sensor is 
not correct． 
●Screw quantity in screw feeder are 
not proper． 

●setting time of operation is short.

※ Turn on Auto/Manual switch．  
   (Turn on LED Lamp．)   
※ Clean the sensor．  
※ Refer to how to adjust screw sensor, 
   adjust the sensor  
※ This machine dose not  work automatically
   when screw in feeder is empty． 
   Supply some screws．  
※ When screws supplied by one operation have 

few, set the longer operating time． 

Supply dose not stop, even 
i f the room to scoop up in 
automatic screw feeder 
has proper screw quantity．

●Screw remnant sensor is dirty．
●To adjust screw remnant sensor is 
not correct．

※ Clean the sensor． 
※ Refer to how to adjust screw sensor, 
   adjust the sensor
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7) Specifications
Note)
・Within the specified range of screw dimension,
 linkage of screws may be caused under the influence
 of shape and surface condition of screws．
 There is a case in which the decrease of screw
 storage are needed．
・Design , performance and specification may be 
  changed without a notice for improvement． 

Input：AC１００V　５０/６０Hz

Output：DC15V　1A

156（W）×150（D）×212（H）　（mm）
（protrusion parts are not included.）

Approximately 3.3Kg　

Operation manual　1 copy
AC Adapter　1 unit
Screw spill-out prevention cover　1 unit
Adjusting screwdriver　1 piece
【The following is for only MHP-80F】
Stand　1 unit
Screw to fix the stand(M4×8mm) 4 pieces

Ｍ２．０～Ｍ６．０

approximately 800 ｃｃ

M2.3×5 / approximately 20,000 pieces
M3.0×6 / approximately 5,600 pieces
M6.0×25 / approximately 280 pieces

NSB/NSR/NSBI/NSRI　Series

NJ/NJR　Series

FM-36/FME-36　Series

OM-26　Series
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8) External dimensions

MHP-80M with OM-26
 (With remnant sensor． )

Unit ： mm

cover



- 16 -

MHP-80S with NSRI
（without remnant sensor）
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MHP-80J with NJR
（without remnant sensor）
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MHP-80F with FM-36
（without remnant sensor）

31

85

150

15
2

21
2

73

100

355

28
5

MHP-80

FM-36

cover

stand
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9)WARRANTY

For users within Japan, the effective term of warranty is for 6 months from the date of delivery.
This warranty will not be applicable to purchases or users outside of Japan.
If any problems should occur, please contact your sales dealer.
After the warranty period, there will be a charge for repairs.
In the following cases, the purchaser shall pay for parts and labor regardless of the terms of
warranty:　　
          ① Failure due to improper handling.
　　　 ② Failure due to product modification or improper processing.
　　　 ③ Failure due to causes beyond control (for example earthquake or fire).
　　　 ④ Failure attributable to any cause other than this product.
　　　 ⑤ Consumables (main motor, drive belt)
                   and replaceable parts and replacement work expenses.

The repair parts shall be available within 5 years after purchase.
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「Quicher」 「OHTAKE」 「OHTAKE ・ ROOT KOGYO」 are trademarks or/and registered trademarks of OHTAKE ・ ROOT KOGYO CO.LTD.]
「Quicher( クイッチャー）」 「OHTAKE」 「OHTAKE ・ ROOT KOGYO」 は、 株式会社 大武 ・ ルート工業の商標又は登録商標です。

The specifications and/or design may be altered, without notice, whenever there are changes or improvements. 
改良のため、 予告なくデザイン、 性能、 仕様等を変更することがあります。

Photocopying, reproduction or publication, in whole or in part, of this manual, without permission, is strictly prohibited by copyright law.
この取扱説明書の一部または全部の無断転載、 複製を禁じます。
© Copyright OHTAKE ・ ROOT KOGYO CO.,LTD.

岩手県一関市萩荘字金ヶ崎27  〒021-0902
Tel  0191-24-3144
Fax 0191-24-3145

27 Kangasaki Hagisyou Ichinoseki
Iwate, 021-0902 JAPAN
Tel  +81-191-24-3144
Fax +81-191-24-3145

http://www.ohtake-root.co.jp

(as of November, 2014)
(2014 年 11 月現在 )

27 Kanegasaki Hagisho Ichinoseki
Iwate, 021-0902 JAPAN
Tel  +81-191-24-3144
Fax +81-191-24-3145

岩手県一関市萩荘字金ヶ崎 27 〒 021-0902
Tel  +81-191-24-3144
Fax +81-191-24-3145

(as of July. 2016)
(2016 年 7 月現在 )

Please note that on disposal, this product may be safely recycled in accordance with the relevant national legislation relating to 
electrical/ electronic products. If in doubt please contact your retailer for guidance.

(as of Feb. 2017)
(2017 年 2 月現在 )


